
Data Description for the Davis Pond Isohaline Data Set 
 
General:  The Louisiana Department of Wildlife and Fisheries, for the purpose of 
estimating monthly isohaline lines, makes monthly salinity measurements at thirty-eight 
stations in the Barataria basin.    
 
 Data Column Descriptions: 
 
Station:  Map (not yet available) shows the locations of the 38 sampling stations.   
  

Isohaline Sampling Stations 
Station Number Latitude Longitude 

501 29° 49’ 32’’ 90° 10’ 37’’ 
502 29° 44’ 12’’ 90° 09’ 37’’ 
503 29° 36’ 46’’ 90° 09’ 48’’ 
504 29° 29’ 22’’ 90° 01’ 55’’ 
505 29° 39’ 31’’ 90° 11’ 11’’ 
506 29° 39’ 15’’ 90° 12’ 52’’ 
507 29° 39’ 31’’ 90° 07’ 48’’ 
508 29° 38’ 50’’ 90° 05’ 17’’ 
509 29° 34’ 34” 90° 09’ 28” 
510 29° 37’ 25” 90° 07’ 58” 
511 29° 29’ 24” 90° 07’ 40” 
512 29° 36’ 00” 90° 04’ 22” 
513 29° 33’ 13” 90° 01’ 27” 
514 29° 28’ 13” 90° 05’ 57” 
515 29° 29’ 22” 90° 01’ 28” 
516 29° 30’ 57” 89° 54’ 11” 
517 29° 27’ 25” 90° 04’ 03” 
518 29° 28’ 41” 89° 59’ 59” 
519 29° 24’ 16” 90° 01’ 21” 
520 29° 26’ 48” 89° 58’ 44” 
521 29° 27’ 35” 89° 58’ 06” 
522 29° 27’ 49” 89° 54’ 01” 
523 29° 20’ 37” 90° 07’ 38” 
524 29° 20’ 42” 90° 05’ 36” 
525 29° 21’ 40” 89° 59’ 30” 
526 29° 24’ 41” 89° 50’ 15” 
527 29° 16’ 24” 90° 08’ 11” 
528 29° 16’ 57” 89° 59’ 16” 
529 29° 20’ 39” 89° 56’ 26” 
530 29° 22’ 25” 89° 49’ 51” 
531 29° 13’ 08” 90° 05’ 17” 



532 29° 15’ 04” 90° 01’ 15” 
533 29° 18’ 00” 89° 57’ 29” 
534 29° 17’ 04” 89° 56’ 17” 
535 29° 19’ 54” 89° 53’ 47” 
536 29° 21’ 07” 89° 49’ 41” 
537 29° 15’ 52” 89° 56’ 24” 
538 29° 16’ 34” 89° 56’ 03”  

Date:  mm/dd/yyyy 
 
Bottom and Surface Temperature:  Degrees Celsius. 
 
Bottom and Surface Specific Conductance:  Reported as milliSiemens per centimeter. 
 
Bottom and Surface Salinity:  Parts per Thousand, calculated from Specific Conductance. 
 


